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HECOMMENDED TRAFFIC SEPARATION SCHEME
IN THE GULF OF SANTA CATALINA

1, At the request of the Govermment of the United States of Anerica, the
attached Note concermning the eatablishnent of a reconmended traffic separation
achene in the Gulf of Banta Catalina is drought to the attention of Member
Governnents for informmetion,

2, The recomoended traffic seoparation scheme, which was established on
1 Jamuary 1975, will be considered by the Orgenisation for adoption.




Part I - Western apg;g&'g

(a) A separation zone, two niles wid.e, is centred upon: the following
geographioal positions: '

(1) 33°39'.7 N., 118%171.6 W,
(2) 53°39'.7-H., 116°271 .3 W,
(3) 33°44'.1 N,, 118°36',3 W,

(b) A traffic lane, one nile wide, is esta.bliehed on each aide of the
_ aepara‘tion zZone, '

(¢) Tho pain traffic directions ares
090°~270° and.
120°-300°,
Part JI - Bouthemn approach

(a) A separation zone, two niles wilde, is centt'ed upon the following
' geogrephioal positions:

(4) 33°37',7 N., 118%8'.9 W,
(5) 33°19'.7 N,, 118°03'.4 W.

(b) A traffio lme for southbound traffic ie established be'bween the
_ separa.t:lon zone and a line connec‘l:ing the following geographical
poaitions:

(6) 33°371,7 ¥, 118%11'.3 W,
(1) 33°19t.1 N, 118%6'.3 v,

(c¢) A traffic lane for northbound traffic is estsblished between the
separation zone and a line copneoting the following geographical
positione:

(8) 33°371'.7 W, 118%6',5 W,
(9) 33°201.3 N, 118%0',5 W.

(d) The main traffic directions are:
167°-345°,




RECOMMENDED TRAFFIC SEPARATION SCHEME
IN THE GULF¥ OF SANTA CATALINA

1. The Government of the United States of fnmerica has introduced a recormended
traffic separation scheme in the Gulf of Santa Catalina,

2, The Governnent of the United States of America, noting Resolution A,284(VIII)
whichs

"I_Irges _Governnents, when planning either to introduce new traffic
separation schenes sinilar to those included in the IMCO publication
on "Ships' Routeing” or to amend existing schenes in that publication,
to consult the Organization in advance whenever practicable,"

end noting further Annex I, Part 1, General Provieions 5(b), Resolution A.284(VIII)
which provides: '

"A Governnent nay establish or adjust a routeing systen lying partly
within international waters, before consulting with IMCO, where local
conditions require that ea.riy action be té.kqn_, with a view to later
adoption by the Organization," |

announces that the recommended traffic aeparétion schene shall be estadlished
on 1 January 1975, o '

3, Thia trafﬁ.c aeparation eohene anends the traffic separation schene
IN THE APPROACHES T0 LOS ANGELES - LONG BEACH by eatablishing a separation
zone and north end southbound lanes south of lLos Angeles - Long Beach. Also
established is a precautionary area inm the vicinity of Los Angeles - Long Beach.
IN THE APPROACHES TO LOS ANGELES - LONG BEACH
(A _continuation of the Santa Baxb Channel gcheme) -
(Roference charts: United States National Ocean Survey C and GS 5101, 5142,
5147 and 5148)
Description of the traffic separa.tion. schene

The traffic separation -schene in the approaches to Los Angeles - Long
Beach consisgts of two parts.




Hote:

Precmtiw aren

The Los ingeles = Long Deach precsutionary area consists of the water
area enclosed by a 1ine comnecting Point Fernin Iight at 33°427,3 H,,
1168°171 .6 W, to 33°371.7 N,, 116%171.6 W., thence to 33°371.7 K.,
118705t ,4 W,, thence to the shoreline at 33°41',7 N., 118°02,8 W,




